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OPEN-CUT POLICY & CHIP SEALING REQUIREMENTS

This policy applies to any person or firm wishing to Open-Cut a road within the jurisdiction of
the Kootenai County Associated Highway Districts.

An open cut may be allowed at the Road Supervisors discretion when one or more of the  following 
circumstances is met.

1. The road is classified as a local road.
2. The road is gravel.
3. The road is scheduled for reconstruction within 1 year.
4. The road has an ADT of 100 or less.
5. It is in the best interest of the public or the Highway District.

The Highway Districts will require any person or firm wishing to open-cut a road within this
Highway District to to place a bond with the Highway District for 150% of the estimated cost of
restoring  the road surface plus a fee of  $500.00 plus $2.40/square yard of disturbed road surface.
This fee is to be charged to insure that the proper overlap on all joints is done. When one (1) lane is 
removed and replaced to centerline, the full road width will be sealed in order to seal all joints,
repair any damage to the other lane, and the status of the full width of the road will be maintained.

Payment will be required when application is made to the Highway District for a permit to perform
the open-cut.

The chip seal on the open-cut roadway will be done the following year during the Highway
District’s regular chip seal season.

Open-cut repair shall be in accordance with SD-7B.

TRANSVERSE ROAD BORE
REQUIREMENTS

All roads with one or more of the following criteria shall be bored, no open cuts shall be allowed
unless a bore pit of reasonable size cannot be dug or reveals material that is unsuitable for boring,
the bore fails to cross the road after 3 attempts or the pipe size is to big for a reasonable bore.

1. The road has a functional classification of a minor collector or above.
2. The pavement is less than 5 years old.
3. The road has been chip sealed within the last 3 years.
4. The road is being used as a detour route.
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